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Cable Reels 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features 

• Designed to fit comfortably in hand 

• Easy to wind up and use 

• 13A Sockets 

• Thermal cutout prevents overloading 

• The Easi-Reel technology ensures that 
the cable is protected and accurately 
guides it onto and off the drum. 

• 1 -year guarantee  
 

Description 

This CT Range of cable reels offers a variety of 
different cable reels for a wide range of uses.  
The cassette reels are compactly designed to 
fit comfortably in the hand and there is a small 
handle for easy wind up and use. 
 
The Easi-Reel Cable Reels incorporate a built-
in handle and winding knob with a flat base to 
keep it upright protecting the sockets. 
 
The Heavy Duty Cable Reels have a sturdy 
steel frame with a carry handle perfect for 
outdoor use.  
 

Range  
Item Code Description 

CT0413T 2g 13A Cassette reel with thermal 
cutout – 4m cable length 

CT1013 4g 13A Cassette reel with thermal 
cutout – 10m cable length 

CT1513 4g 13A Easi-Reel with thermal cutout 
– 15m cable length 

CT2513 4g 13A Easi-Reel with thermal cutout 
– 25m cable length 

CTH2513 4g 13A Heavy Duty Cable reel with 
thermal cut out – 25m cable length 

CTH5013 4g 13A Heavy Duty Cable reel with 
thermal cutout – 50m cable length 

  
 

Specification  

Voltage rating:   240V 

Current rating:   13A 

Cable size:   1.25mm2 

Maximum Load Unwound: 3120W  

 

No serviceable parts 

Cable reels must be fully unwound during use 

 

Standards 

• BS EN 61242 

 


