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Rolec EV holds the UK’s largest stocks and 
widest range of EV charging cables and 
accessories to suit every EV and PHEV on the 
market today, including: Plug to plug Mode 3 
charging cables; tethered leads; portable Mode 
2 charging cables; adapters and conversion 
leads; and charging cable carry bags

EV CHARGING 
CABLES

MODE 3

Plug to Plug & Tethered

PRODUCT FEATURES 
 • Plug to plug and tethered charging cable options available
 • Type 1 (J1772) and Type 2 (IEC 62196) options
 • 16A (3.6kW) and 32A (7.2kW) options
 • 32A, 3 phase (22kW) Type 2 to Type 2 SuperFast cables available
 • 5 metre cables as standard
 • 10 metre cable options
 • Optional plug cable carry bags (branded options available)

 • Compliant with all current EVs and PHEVs
 • IP54 Rated
 • 10,000 Mating Cycles
 • Cable Strain Relief feature
 • Impact Resistant ‘Run Over’ proof

Units shown: 5m, 32A Type 2 to Type 2 
Mode 3 EV Charging Cable,  

and cable carry bag
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EVPPD-V03-R1 Mode 3 EV Charging Cables - Data Sheet

PLUG TO PLUG CABLES

Product Code Description

EVPP0140 5m, 16A (3.6kW) Type 1 (J1772) to Type 2 (IEC 62196) charging cable

EVPP0160 5m, 32A (7.2kW) Type 1 (J1772) to Type 2 (IEC 62196) charging cable

EVPP0163 10m, 32A (7.2kW) Type 1 (J1772) to Type 2 (IEC 62196) charging cable

EVPP0080 5m, 16A (3.6kW) IEC 62196 (Type 2) to Type 2 (IEC 62196) charging cable

EVPP0100 5m, 32A (7.2kW) Type 2 (IEC 62196) to Type 2 (IEC 62196) charging cable

EVPP0105 5m, 32A (22kW) 3 phase Type 2 (IEC 62196) to Type 2 (IEC 62196) 
SuperFast charging cable

EVPP0107 10m, 32A (7.2kW) Type 2 (IEC 62196) to Type 2 (IEC 62196) charging cable

EVPP0108 10m, 32A (22kW) 3 phase Type 2 (IEC 62196) to Type 2 (IEC 62196) 
SuperFast charging cable

TETHERED CABLES

Product Code Description

EVPL0140 5m, 16A, (3.6kW) Type 1 (J1772) tethered cable

EVPL0160 5m, 32A, (7.2kW) Type 1 (J1772) tethered cable

EVPL0160B 10m, 32A, (7.2kW) Type 1 (J1772) tethered cable

EVPL0070 5m, 16A, (3.6kW) Type 2 (IEC 62196) tethered cable

EVPL0090 5m, 32A, (7.2kW) Type 2 (IEC 62196) tethered cable

EVPL0091 10m, 32A, (7.2kW) Type 2 (IEC 62196) tethered cable

EVPL0092 5m, 32A, (22kW) 3 phase Type 2 (IEC 62196) SuperFast tethered cable

OPTIONS & ACCESSORIES
 • EVPP0320 – Plug to plug cable carry bag

SPECIFICATIONS 
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